Super Line Pro Up&Down
Designed by FLOS Architectural

Super Line PRO is a collection of suspended luminaires for general lighting with

minimalist profile, designed to offer high performance and light quality without

sacrificing visual comfort. The product is designed to meet all requirements to reduce 15,7"
glare and improve visual comfort in offices, complying with the most restrictive

conditions. A UGR<16 and a maximum intensity value less than 3000 cd at an angle

of 65° guarantee the best conditions for workplaces and make it perfect for many

other applications. =
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Main specifications Physical Download

Family spec sheet

Suspension Grey
Mounting instructions

Indoor dry location No

LED Fixed Photometric Files
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way
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Notes

UGR<19 & cd/m2 @ 65°<3000 workplace optimised. Cable 4.25 m
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract

or warranty in any way
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Accessories & Power Supply

REQUIRED
Power supply

Electrical

Splice Box UL 7"x3-5/8"x1-1/4",
600mA , 40W, 0-10V Dimmable,
120/277V
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REQUIRED
Accessory

Super Line Pro Suspension Kit
accessory (with power cable) for
Remote installation, White

1
20.78"
21.18"

2.08"

REQUIRED
Accessory

Super Line Pro Suspension Kit
accessory (with power cable) for
Remote installation, Black
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REQUIRED
Accessory

Installation

Remote Suspension KIT
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REQUIRED
Accessory

Super Line Pro Suspension Kit
accessory (with power cable) for
Remote installation, Grey
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REQUIRED
Accessory

Installation

Remote Suspension KIT

REQUIRED
Power supply

Electrical

Remote Splice Box 9.5"x2.5"x1.5",
1050mA , 40W, 0-10V Dimmable,
120V/277V
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
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Super Line Pro Down
Designed by FLOS Architectural

Efficient and delicate luminaire featuring a high technological level. It is composed of

a bar combining direct and indirect light and held by two transparent unipolar cables

that provide support and electrical wiring. Perfect for offices or places that require 15,7"
high lighting efficiency and comfort. Collection of suspended luminaries for general

lighting with a signature minimalist shape, designed to offer high-performance

lighting, light quality and visual comfort combined in a very compact size.

[is n I <
59"
Are you a professional and your project needs -y
) BOOK AN APPOINTMENT ( - - ) I =
consulting and support?
Main specifications Physical
P y Download
Suspension Grey Family spec sheet
Indoor dry location No Mounting instructions
LED Fixed
Ves 20 Photometric Files
LDT 7 IES
Top LED 20
LED . .
Technical Drawings
! 2D
375 3D
39
3801
97.46
https://professional.flos.com/en-US/us/product/super-line-pro-down-03.9570.02/ 03.9570.02
©2026 Flos - P.IVA 00290820174 - 7/25/2026 professional.flos.com | info@flos.com 1/3

In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way


https://professional.flos.com/en-US/us/product/super-line-pro-down-03.9570.02/
https://professional.flos.com/en/global/
mailto:info@flos.com
https://professional.flos.com/en-US/us/book-an-appointment/
https://assets.ctfassets.net/jga3k084hr2w/6JqRvAvVihMmqVlKlxprbc/871aa7aee6e1175fa6b588f16a2ab613/specsheets-Super-Line-Super-Line-Pro_08-05-2026.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/8139307B013B21AA55C4624F61E6AE46/50_0790_B_TR_web.pdf
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/94401979B78A2F1BA81E0BE1AAB7BB0C/EU_03_9570_02_XXW38.7_PHOTOMETRY.ZIP
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/A18A0E2DCEC822F44783E45BF5AAFAAD/2D%20Super%20Line%20Pro%20Down.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/5F8509D6489DEA884545E7231A0D4E33/3D%20Super%20Line%20Pro%20Down.zip

€ @

|IEC 62471

1P W
20

TEC
® [HI et

Schematic light drawing

Luminous flux luminaire
3955Im

Photometric

Notes
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
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Accessories & Power Supply
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Accessory Accessory Accessory Accessory
Installation
Super Line Suspension Kit Super Line Suspension Kit Super Line Suspension Kit
accessory for Remote installation, accessory for Remote installation, accessory for Remote installation,
White Black Grey Remote Suspension KIT
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Accessory Power supply
Installation Electrical
Remote Suspension KIT Remote Splice Box 9.5"x2.5"x1.5",
1050mA , 40W, 0-10V Dimmable,
120V/277V
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