Light Stripe 600 Non Dimmable
Designed by FLOS Architectural, 2023

7W - 259Im - 2700K - CRI> 90 - Beam® 115

LED diffuse lighting module for installation in the Zero Track Pro system. Electronic
DC/DC converter incorporated. Individual control via DALI protocol and broadcast
mode via 1-10V.
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way
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LED diffuse lighting module for installation in the Zero Track Pro system. Electronic
DC/DC converter incorporated. Individual control via DALI protocol and broadcast
mode via 1-10V.
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may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
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LED diffuse lighting module for installation in the Zero Track Pro system. Electronic
DC/DC converter incorporated. Individual control via DALI protocol and broadcast
mode via 1-10V.
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
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