FLOS ,

B 0399101498

Light Shadow Pro @ 60 Fixed Optic Spot - Airtight
IC Rated - JA8
Designed by FLOS Architectural, 2020

LED - LED array - 12.6W - 1210Im - 4000K - CRI> 90 - Beam® 15

LED lighting module, with low glare, to be inserted in the recessed frames (not
included), installation through a bayonet system with interchangeable spots. Remote
driver not included.

Download

. . Mounting instructions
Are you a professional and your project needs
A BOOK AN APPOINTMENT
consulting and support?

Photometric Files

LDT/IES
Main specifications Physical

Ceiling recessed Black TeChnlcaI DraWIngS

Indoor dry location Fixed 2D
3D

LED 7

Yes 0.49

LED array 0.75

LED 245 .
Ecodesign and Energy

1 54 :
Labelling

126 = A
REPLACEABLE2

1484

' PWRSUPRPL2

.

1210

74.69

RG
€ & (@ H
Approved 8500
IEC 62471
P
54
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way
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mailto:info@flos.com
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Schematic light drawing

Beam Angle:  15°
h(m)  E(x) D(m)
114046 027
2 3511 054
3 1561 0.82
4 878 1.09
5 562 136
Luminous flux luminaire
12101Im
Photometric Electrical
Direct 50/60
Symmetric 36
4000 350
90 Remote from housing
2 Yes
Dimmable 0-10V,
92 Dimmable ELV, Lutron
EcoSystem
100
Remote Dimmable
L70B40 > 50,000h (Dimmer Not
(Tc=85°C) Included)
15
15
No
<10
Notes

Class 2 Please select 250 mA setting in the remote driver to
match the power of the Adjustable version,
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
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Accessories & Power Supply

REQUIRED
Power supply

ACCESSORYTYPE1

Lutron 20W, 0.15 - 1.05A, 10-
54Vdc Eco 0.1%

REQUIRED
Housing and Hanger Bar

ACCESSORYTYPE2

REQUIRED
Power supply

ACCESSORYTYPE1

Splice Box 350-700mA, 28 -42
Vdc, Tri mode

REQUIRED
Housing and Hanger Bar

ACCESSORYTYPE2

REQUIRED
Power supply

ACCESSORYTYPE1

SP25W350MA-10V-A02

REQUIRED
Frame

REQUIRED
Housing and Hanger Bar

Bar Hanger Set, Male-Female (set
of 2)

REQUIRED
Frame

Installation Frame Trim @60 Installation Frame Trim @60

Light Shadow PRO 60 Fixed
Trimless Airtight Housing for New

Light Shadow PRO 60 Fixed Trim
& 90 Adjustable Trim Airtight
construction, Remote Driver see Housing for New construction,
options below. CCEA Chicago Remote Driver, see dimmable
Plenum driver options below for . CCEA
Chicago Plenum
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REQUIRED
Frame

08.0192.00

Installation Frame No Trim
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FLOS ,

B 0390111408

Light Shadow Pro @ 60 Fixed Optic Medium -
Airtight IC Rated - JA8
Designed by FLOS Architectural, 2020

LED - LED array - 12.6W - 1226Im - 4000K - CRI> 90 - Beam® 24

LED lighting module, with low glare, to be inserted in the recessed frames (not
included), installation through a bayonet system with interchangeable spots. Remote
driver not included.

Download

. . Mounting instructions
Are you a professional and your project needs
A BOOK AN APPOINTMENT
consulting and support?

Photometric Files

LDT/IES
Main specifications Physical
Ceiling recessed Black TeChnlcaI DraWIngS
Indoor dry location Fixed 2D
3D
LED 7
Yes 0.49
LED array 0.75
LED 245 .
Ecodesign and Energy
1 54 :
Labelling
126 = A
REPLACEABLE2
1484
' PWRSUPRPL2
.
1226
75.68
RG
(€ @ Al o
LISTED Approved
IEC 62471
Gwr || P
850° | | &4
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
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Schematic light drawing

Beam Angle:  24°
h(m)  E(x) D(m)
17729 043
2 1932 086
3 859 129
4 483 172
5 309 216
Luminous flux luminaire
1226 Im
Photometric Electrical
Direct 50/60
Symmetric 36
4000 350
90 Remote from housing
2 Yes
Dimmable 0-10V,
92 Dimmable ELV, Lutron
EcoSystem
100
Remote Dimmable
L70B40 > 50,000h (Dimmer Not
(Tc=85°C) Included)
24
24
No
<10
Notes

Class 2 Please select 250 mA setting in the remote driver to
match the power of the Adjustable version,
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
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Accessories & Power Supply

REQUIRED
Power supply

ACCESSORYTYPE1

Lutron 20W, 0.15 - 1.05A, 10-
54Vdc Eco 0.1%

REQUIRED
Housing and Hanger Bar

ACCESSORYTYPE2

REQUIRED
Power supply

ACCESSORYTYPE1

Splice Box 350-700mA, 28 -42
Vdc, Tri mode

REQUIRED
Housing and Hanger Bar

ACCESSORYTYPE2

REQUIRED
Power supply

ACCESSORYTYPE1

SP25W350MA-10V-A02

REQUIRED
Frame

REQUIRED
Housing and Hanger Bar

Bar Hanger Set, Male-Female (set
of 2)

REQUIRED
Frame

Installation Frame Trim @60 Installation Frame Trim @60

Light Shadow PRO 60 Fixed
Trimless Airtight Housing for New

Light Shadow PRO 60 Fixed Trim
& 90 Adjustable Trim Airtight
construction, Remote Driver see Housing for New construction,
options below. CCEA Chicago Remote Driver, see dimmable
Plenum driver options below for . CCEA
Chicago Plenum
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REQUIRED
Frame

08.0192.00

Installation Frame No Trim
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
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FLOS ,

B 0390121498

Light Shadow Pro @ 60 Fixed Optic Flood - Airtight
IC Rated - JA8
Designed by FLOS Architectural, 2020

LED - LED array - 12.6W - 1260Im - 4000K - CRI> 90 - Beam® 34

LED lighting module, with low glare, to be inserted in the recessed frames (not
included), installation through a bayonet system with interchangeable spots. Remote
driver not included.

Download

. . Mounting instructions
Are you a professional and your project needs
A BOOK AN APPOINTMENT
consulting and support?

Photometric Files

LDT/IES
Main specifications Physical
Ceiling recessed Black TeChnlcaI DraWIngS
Indoor dry location Fixed 2D
3D
LED 7
Yes 0.49
LED array 0.75
LED 245 .
Ecodesign and Energy
1 54 .
Labelling
126 = A
REPLACEABLE2
1484
' PWRSUPRPL2
|-
1260
77.78
RG
(€ @ Al o
LISTED Approved
IEC 62471
ewr || P
850° | | &4
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
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Schematic light drawing

Beam Angle:  34°
h(m)  E(x) D(m)
14180 0.61
21045 1.22
3 464 1.82
4 261 243
5 167 3.04
Luminous flux luminaire
1260 Im
Photometric Electrical
Direct 50/60
Symmetric 36
4000 350
90 Remote from housing
2 Yes
Dimmable 0-10V,
92 Dimmable ELV, Lutron
EcoSystem
100
Remote Dimmable
L70B40 > 50,000h (Dimmer Not
(Tc=85°C) Included)
34
34
No
<10
Notes

Class 2 Please select 250 mA setting in the remote driver to
match the power of the Adjustable version,
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
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Accessories & Power Supply

REQUIRED
Power supply

ACCESSORYTYPE1

Lutron 20W, 0.15 - 1.05A, 10-
54Vdc Eco 0.1%

REQUIRED
Housing and Hanger Bar

ACCESSORYTYPE2

REQUIRED
Power supply

ACCESSORYTYPE1

Splice Box 350-700mA, 28 -42
Vdc, Tri mode

REQUIRED
Housing and Hanger Bar

ACCESSORYTYPE2

REQUIRED
Power supply

ACCESSORYTYPE1

SP25W350MA-10V-A02

REQUIRED
Frame

REQUIRED
Housing and Hanger Bar

Bar Hanger Set, Male-Female (set
of 2)

REQUIRED
Frame

Installation Frame Trim @60 Installation Frame Trim @60

Light Shadow PRO 60 Fixed
Trimless Airtight Housing for New

Light Shadow PRO 60 Fixed Trim
& 90 Adjustable Trim Airtight
construction, Remote Driver see Housing for New construction,
options below. CCEA Chicago Remote Driver, see dimmable
Plenum driver options below for . CCEA
Chicago Plenum
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reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
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REQUIRED
Frame

08.0192.00

Installation Frame No Trim
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
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FLOS ,

B 0399131498

Light Shadow Pro @ 60 Fixed Optic Wide Flood -
Airtight IC Rated - JA8
Designed by FLOS Architectural, 2020

LED - LED array - 12.6W - 1221Im - 4000K - CRI> 90 - Beam® 51

LED lighting module, with low glare, to be inserted in the recessed frames (not
included), installation through a bayonet system with interchangeable spots. Remote
driver not included.

Download

. . Mounting instructions
Are you a professional and your project needs
A BOOK AN APPOINTMENT
consulting and support?

Photometric Files

LDT/IES
Main specifications Physical
Ceiling recessed Black TeChnlcaI DraWIngS
Indoor dry location Fixed 2D
3D
LED 7
Yes 0.49
LED array 0.75
LED 245 .
Ecodesign and Energy
1 54 :
Labelling
126 = A
REPLACEABLE2
1484
' PWRSUPRPL2
.
1221
75.37
RG
(€ @ Al o
LISTED Approved
IEC 62471
ewr || P
850° | | &4
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
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Schematic light drawing

Beam Angle:  51°
h(m)  E(x) D(m)
11639 0.95
2 410 189
3 182 284
4 102 379
5 66 474
Luminous flux luminaire
12211m
Photometric Electrical
Direct 50/60
Symmetric 36
4000 350
90 Remote from housing
2 Yes
Dimmable 0-10V,
92 Dimmable ELV, Lutron
EcoSystem
100
Remote Dimmable
L70B40 > 50,000h (Dimmer Not
(Tc=85°C) Included)
51
51
No
<16
Notes

Class 2 Please select 250 mA setting in the remote driver to
match the power of the Adjustable version,
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Accessories & Power Supply

REQUIRED
Power supply

ACCESSORYTYPE1

Lutron 20W, 0.15 - 1.05A, 10-
54Vdc Eco 0.1%

REQUIRED
Housing and Hanger Bar

ACCESSORYTYPE2

REQUIRED
Power supply

ACCESSORYTYPE1

Splice Box 350-700mA, 28 -42
Vdc, Tri mode

REQUIRED
Housing and Hanger Bar

ACCESSORYTYPE2

REQUIRED
Power supply

ACCESSORYTYPE1

SP25W350MA-10V-A02

REQUIRED
Frame

REQUIRED
Housing and Hanger Bar

Bar Hanger Set, Male-Female (set
of 2)

REQUIRED
Frame

Installation Frame Trim @60 Installation Frame Trim @60

Light Shadow PRO 60 Fixed
Trimless Airtight Housing for New

Light Shadow PRO 60 Fixed Trim
& 90 Adjustable Trim Airtight
construction, Remote Driver see Housing for New construction,
options below. CCEA Chicago Remote Driver, see dimmable
Plenum driver options below for . CCEA
Chicago Plenum
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REQUIRED
Frame

08.0192.00

Installation Frame No Trim
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FLOS ,,

B 03003114008 fF

Light Shadow Pro @ 60 Adjustable Optic Spot -
Airtight IC Rated - JA8 N
Designed by FLOS Architectural, 2020

LED - LED array - 8.8W - 752Im - 4000K - CRI> 90 - Beam® 16

LED lighting module, with low glare, to be inserted in the recessed frames (not
included), installation through a bayonet system with interchangeable spots. Remote
driver not included.

Download

. . Mounting instructions
Are you a professional and your project needs
A BOOK AN APPOINTMENT
consulting and support?

Photometric Files

LDT/IES
Main specifications Physical
Ceiling recessed Black TeChnlcaI DraWIngS
. . 2D

Indoor dry location Adjustable
3D

LED 355

Yes 35

LED array 35

LED 7 .
Ecodesign and Energy

1 0.49 :
Labelling

8.8 0.75 = A
REPLACEABLE2

925 245

' PWRSUPRPL2

.

752 20

65.39

i GWT
JAB-2019 CA CCEA
(€ © 850°
IEC 62471
IP
20
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Schematic light drawing

Beam Angle:  16°

h(m)  E(x) D(m)

19226 028

2 2307 055

3 1025 0.83

4 577 1.10

5 369 138
Luminous flux luminaire
752Im  (EXTREME CUT OFF)
Photometric Electrical
Lighting type Direct Frequency (Hz) 50/60
Light distribution Symmetric Forward voltage (V) 126
CCT (K) 4000 LED current (mA) 700
CRI> 90 Driver Remote from housing
McAdam steps 2 Dimmable Yes
(SDCM)

Dimming type Dimmable 0-10V,
Rf fidelity index 92 Dimmable ELV, Lutron
EcoSystem
Rg gamut index 100
Dimming interface Remote Dimmable
LED Life / Fallure Ratio L70B40 > 50.000h (Dimmer Not
(Tc=85°C) Included)
Beam angle CO-180(°) 16
Beam angle C90-270 16
©)
Extreme cut off No
UGRL <10
Notes
Class 2
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Accessories & Power Supply

REQUIRED REQUIRED REQUIRED REQUIRED
Power supply Power supply Power supply Housing and Hanger Bar
ACCESSORYTYPE1 ACCESSORYTYPE1 ACCESSORYTYPE1
Bar Hanger Set, Male-Female (set
of 2)
Lutron EcoSystem Splice Box UL Splice Box UL 700mA, 25W, 0- ERP ESS015W-0700-18 12.6W,
500mA, 20W, 0.1% dim, 120-277V 10V Dimmable, 120-277V 700mA, 10-1VDC, Tri mode dim
» »
REQUIRED REQUIRED REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar Frame Frame
ACCESSORYTYPE2 ACCESSORYTYPE2
Installation Frame Trim @60 Installation Frame Trim @60
Light Shadow PRO 60 Adjustable Light Shadow PRO 60 Fixed Trim
Trimless & 90 Fixed Trimless & 90 Adjustable Trim Airtight
Airtight Housing for New Housing for New construction,
construction, Remote Driver see Remote Driver, see dimmable
dimmable driver options below. driver options below for . CCEA
CCEA Chicago Plenum Chicago Plenum
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REQUIRED REQUIRED
Frame Accessory

ACCESSORYTYPE3

08.01¢

Installation Frame No Trim @60

Orientation Toolkit
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FLOS

B 03993214098

Light Shadow Pro @ 60 Adjustable Optic Medium -
Airtight IC Rated - JA8
Designed by FLOS Architectural, 2020

LED - LED array - 8.8W - 747Im - 4000K - CRI> 90 - Beam® 21

LED lighting module, with low glare, to be inserted in the recessed frames (not
included), installation through a bayonet system with interchangeable spots. Remote

driver not included.

Are you a professional and your project needs
consulting and support?

Main specifications

RG
(€ @
IEC 62471
P
20

Ceiling recessed
Indoor dry location
LED

Yes

LED array

LED

1

8.8

925

747

64.96

Physical

JAB-2019 CA
TITLE 24 CCEA
LISTED Approved

BOOK AN APPOINTMENT

Black
Adjustable
355

35

35

7

0.49

0.75

245

20

GWT
850°
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Download

Mounting instructions

Photometric Files
LDT /IES

Technical Drawings
2D
3D

Ecodesign and Energy
Labelling

.y
REPLACEABLE2

' PWRSUPRPL2
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Schematic light drawing

.#5\\1’?2‘ Beam Angle:  21°
E‘V/A‘\\‘s hm) _E(x) __ D(m)
O"f‘lk‘ 16081 0.37
2 1520 0.73
3 676 110
4 380 147
5 243 1.83
Luminous flux luminaire
747 Im  (EXTREME CUT OFF)
Photometric Electrical
Lighting type Direct Frequency (Hz) 50/60
Light distribution Symmetric Forward voltage (V) 126
CCT (K) 4000 LED current (mA) 700
CRI> 90 Driver Remote from housing
McAdam steps 2 Dimmable Yes
(SDCM)
Dimming type Dimmable 0-10V,
Rf fidelity index 92 Dimmable ELV, Lutron
EcoSystem
Rg gamut index 100
Dimming interface Remote Dimmable
LED Life / Fallure Ratio L70B40 > 50.000h (Dimmer Not
(Tc=85°C) Included)
Beam angle CO-180 (°) 21
Beam angle C90-270 21
©)
Extreme cut off No
UGRL <10
Notes
Class 2
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Accessories & Power Supply

REQUIRED REQUIRED REQUIRED REQUIRED
Power supply Power supply Power supply Housing and Hanger Bar
ACCESSORYTYPE1 ACCESSORYTYPE1 ACCESSORYTYPE1
Bar Hanger Set, Male-Female (set
of 2)
Lutron EcoSystem Splice Box UL Splice Box UL 700mA, 25W, 0- ERP ESS015W-0700-18 12.6W,
500mA, 20W, 0.1% dim, 120-277V 10V Dimmable, 120-277V 700mA, 10-1VDC, Tri mode dim
» »
REQUIRED REQUIRED REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar Frame Frame
ACCESSORYTYPE2 ACCESSORYTYPE2
Installation Frame Trim @60 Installation Frame Trim @60
Light Shadow PRO 60 Adjustable Light Shadow PRO 60 Fixed Trim
Trimless & 90 Fixed Trimless & 90 Adjustable Trim Airtight
Airtight Housing for New Housing for New construction,
construction, Remote Driver see Remote Driver, see dimmable
dimmable driver options below. driver options below for . CCEA
CCEA Chicago Plenum Chicago Plenum
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REQUIRED REQUIRED
Frame Accessory

ACCESSORYTYPE3

08.01¢

Installation Frame No Trim @60

Orientation Toolkit
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FLOS ,,

B 03993314098 'y

Light Shadow Pro @ 60 Adjustable Optic Flood -
Airtight IC Rated - JA8 N
Designed by FLOS Architectural, 2020

LED - LED array - 8.8W - 747Im - 4000K - CRI> 90 - Beam® 31

LED lighting module, with low glare, to be inserted in the recessed frames (not
included), installation through a bayonet system with interchangeable spots. Remote
driver not included.

Download

. . Mounting instructions
Are you a professional and your project needs
A BOOK AN APPOINTMENT
consulting and support?

Photometric Files

LDT/IES
Main specifications Physical
Ceiling recessed Black TeChnlcaI DraWIngS
. . 2D

Indoor dry location Adjustable
3D

LED 355

Yes 35

LED array 35

LED 7 .
Ecodesign and Energy

1 0.49 :
Labelling

8.8 0.75 = A
REPLACEABLE2

925 245

' PWRSUPRPL2

.

747 20

64.96

i GWT
JAB-2019 CA CCEA
(€ © 850°
IEC 62471
IP
20
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Schematic light drawing

Beam Angle:  31°

h(m)  E(x) D(m)

12708 0.55

2 677 1M

3 301 1.66

4 169 222

5 108 277
Luminous flux luminaire
747 Im  (EXTREME CUT OFF)
Photometric Electrical
Lighting type Direct Frequency (Hz) 50/60
Light distribution Symmetric Forward voltage (V) 126
CCT (K) 4000 LED current (mA) 700
CRI> 90 Driver Remote from housing
McAdam steps 2 Dimmable Yes
(SDCM)

Dimming type Dimmable 0-10V,
Rf fidelity index 92 Dimmable ELV, Lutron
EcoSystem
Rg gamut index 100
Dimming interface Remote Dimmable
LED Life / Fallure Ratio L70B40 > 50.000h (Dimmer Not
(Tc=85°C) Included)
Beam angle CO-180 (°) 31
Beam angle C90-270 31
©)
Extreme cut off No
UGRL <10
Notes
Class 2
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Accessories & Power Supply

REQUIRED REQUIRED REQUIRED REQUIRED
Power supply Power supply Power supply Housing and Hanger Bar
ACCESSORYTYPE1 ACCESSORYTYPE1 ACCESSORYTYPE1
Bar Hanger Set, Male-Female (set
of 2)
Lutron EcoSystem Splice Box UL Splice Box UL 700mA, 25W, 0- ERP ESS015W-0700-18 12.6W,
500mA, 20W, 0.1% dim, 120-277V 10V Dimmable, 120-277V 700mA, 10-1VDC, Tri mode dim
» »
REQUIRED REQUIRED REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar Frame Frame
ACCESSORYTYPE2 ACCESSORYTYPE2
Installation Frame Trim @60 Installation Frame Trim @60
Light Shadow PRO 60 Adjustable Light Shadow PRO 60 Fixed Trim
Trimless & 90 Fixed Trimless & 90 Adjustable Trim Airtight
Airtight Housing for New Housing for New construction,
construction, Remote Driver see Remote Driver, see dimmable
dimmable driver options below. driver options below for . CCEA
CCEA Chicago Plenum Chicago Plenum
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way
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REQUIRED REQUIRED
Frame Accessory

ACCESSORYTYPE3

08.01¢

Installation Frame No Trim @60

Orientation Toolkit
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