FLOS

B oss4s0140s

Light Shadow Mini Round Trim Optic Spot
Designed by FLOS Architectural, 2025

LED - Power LED - 4.9W - 411Im - 2700K - CRI> 90 - Beam® 14

Recessed integrated luminaire with 7 LED lighting spots. Remote power supply not
included (220-240V). Pre-installation frame not required.

Are you a professional and your project needs
. BOOK AN APPOINTMENT
consulting and support?

Main specifications Physical
Recessed Black/White
Indoor dry location Fixed
LED 03
Yes 0.4
Power LED 0.4
LED 0.6
1 0.4
4.9 20
54 54
476
411
RG 1P
(€ @ 5
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract

or warranty in any way


https://professional.flos.com/en-US/us/product/light-shadow-mini-round-trim-optic-spot-05.8450.14.9s/
https://professional.flos.com/en/global/
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https://professional.flos.com/en-US/us/book-an-appointment/
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/93D6FB2B78E339407AF89597099B8170/50_1563_C_Estandar_LS_mini_install_TR_web.pdf
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/1E57842B0C683353C5C98DBEF9F0BA46/EU_05_8450_XX_9SW4.0.ZIP
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/268D4854809284FA31351F08A22A5274/Flos-Pim-2D-Luminaire-Downlight-Light_Shadow_Mini-Round.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/B85D8145EA2F68BC6E33114464B1C24A/Flos-Pim-3D-Luminaire-Downlight-Light_Shadow_Mini-Round.zip

Schematic light drawing

#%Y%ﬁ Beam Angle:  14°
N him) E(x)  D(m)
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4 328 096
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Luminous flux luminaire
411 Im
Photometric Electrical
Lighting type Direct Insulation class 1l
Light distribution Symmetric Forward voltage (V) 21
CCT (K) 2700 LED current (mA) 200
CRI> 90 Driver Remote
McAdam steps 3 Dimmable Yes
(SDCM)
Dimming type Dimmable
Rf fidelity index 93
Dimming interface Remote Dimmable
Rg gamut index 98 (Dimmer Not
Included)
LED Life / Failure Ratio L90B50>59.000n_Tc85°C
Batteries inside No

Beam angle CO-180(°) 14

Beam angle C90-270 14
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way.
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Accessories & Power Supply

REQUIRED
Power supply

ACCESSORYTYPE1

Splice Box UL TRIAC & 0-10V
Dimmable 200mA LED Driver
10W Size: 7"x 2.2"x 1.2"

REQUIRED
Power supply

ACCESSORYTYPE1

Splice Box UL DALI & PUSH
Dimmable 200mA LED Driver
10W Size: 7" x 2.2"x1.2"
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way
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05.8455.14.95

Light Shadow Mini Round Trim Optic Medium

Designed by FLOS Architectural, 2025

LED - Power LED - 4.9W - 431Im - 2700K - CRI> 90 - Beam® 25

Recessed integrated luminaire with 7 LED lighting spots. Remote power supply not

included (220-240V). Pre-installation frame not required.

Are you a professional and your project needs
consulting and support?

Main specifications

Recessed

Indoor dry location
LED
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Power LED
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way
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Schematic light drawing

Beam Angle:  25°
h(m) E(x)  D(m)
12281 045
2 570 089
3 253 134
4 143 178
5 91 223
Luminous flux luminaire
431 Im
Photometric Electrical
Lighting type Direct Insulation class 1l
Light distribution Symmetric Forward voltage (V) 21
CCT (K) 2700 LED current (mA) 200
CRI> 90 Driver Remote
McAdam steps 3 Dimmable Yes
(SDCM)
Dimming type Dimmable
Rf fidelity index 93
Dimming interface Remote Dimmable
Rg gamut index 98 (Dimmer Not
Included)
LED Life / Failure Ratio L90B50>59.000n_Tc85°C
Batteries inside No

Beam angle C0-180 (°) 25

Beam angle C90-270 25
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way.
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Accessories & Power Supply

REQUIRED
Power supply

ACCESSORYTYPE1

Splice Box UL TRIAC & 0-10V
Dimmable 200mA LED Driver
10W Size: 7"x 2.2"x 1.2"

REQUIRED
Power supply

ACCESSORYTYPE1

Splice Box UL DALI & PUSH
Dimmable 200mA LED Driver
10W Size: 7" x 2.2"x1.2"
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way
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Light Shadow Mini Round Trim Optic Flood
Designed by FLOS Architectural, 2025

LED - Power LED - 4.9W - 423Im - 2700K - CRI> 90 - Beam® 38

Recessed integrated luminaire with 7 LED lighting spots. Remote power supply not
included (220-240V). Pre-installation frame not required.

Are you a professional and your project needs
. BOOK AN APPOINTMENT
consulting and support?

Main specifications Physical
Recessed Black/White
Indoor dry location Fixed
LED 03
Yes 0.4
Power LED 0.4
LED 0.6
1 0.4
4.9 20
54 54
476
423
RG 1P
(€ @ 5
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract

or warranty in any way
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Schematic light drawing

Beam Angle:  38°
h(m) E(x)  D(m)
11183 0.8
2 296 136
3 131 204
4 74 272
5 47 340
Luminous flux luminaire
423 Im
Photometric Electrical
Lighting type Direct Insulation class 1l
Light distribution Symmetric Forward voltage (V) 21
CCT (K) 2700 LED current (mA) 200
CRI> 90 Driver Remote
McAdam steps 3 Dimmable Yes
(SDCM)
Dimming type Dimmable
Rf fidelity index 93
Dimming interface Remote Dimmable
Rg gamut index 98 (Dimmer Not
Included)
LED Life / Failure Ratio L90B50>59.000n_Tc85°C
Batteries inside No

Beam angle C0-180 (°) 38

Beam angle C90-270 38
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way.
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Accessories & Power Supply

REQUIRED
Power supply

ACCESSORYTYPE1

Splice Box UL TRIAC & 0-10V
Dimmable 200mA LED Driver
10W Size: 7"x 2.2"x 1.2"

REQUIRED
Power supply

ACCESSORYTYPE1

Splice Box UL DALI & PUSH
Dimmable 200mA LED Driver
10W Size: 7" x 2.2"x1.2"
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way
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