FLOS

I o3:s600.14c95

Light Shadow Dots - Single Spot Module. Set of 1
Spot
Designed by FLOS Architectural, 2019
LED - Power LED - 1.8W - 180lm - 2700K - CRI> 90 - Beam® 11
LED lighting module, with low glare, to be inserted in the recessed frames (not
included), installation through a bayonet system with interchangeable spots. Available
in one-light versions and groups of two and four lights. Driver not included, the driver
has to be directly connected to the embedding frames. .
~
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reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
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Accessory Pre-installation frame, Splice Box 7"x3-5/8"x1-1/4",
4 Lights Space 70 mm - 2.76" on 600mA , 40W, 0-10V Dimmable,
center 120-277V
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Light Shadow Dots - Single Spot Module. Set of 4

Spots

Designed by FLOS Architectural, 2019

LED - Power LED - 4 x 1.8W - 4 x 720Im - 2700K - CRI> 90 - Beam® 11

LED lighting module, with low glare, to be inserted in the recessed frames (not
included), installation through a bayonet system with interchangeable spots. Available
in one-light versions and groups of two and four lights. Driver not included, the driver
has to be directly connected to the embedding frames.
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Schematic light drawing
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Accessory Pre-installation frame,
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Accessory Pre-installation frame, Splice Box 7"x3-5/8"x1-1/4",
4 Lights Space 70 mm - 2.76" on 600mA , 40W, 0-10V Dimmable,
center 120-277V
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REQUIRED OPTIONAL
Power supply Frame
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Splice Box UL 7"x3-5/8"x1-1/4", Accessory Pre-installatio frame,
UL. With Eldoled Eco Drive 12W 70 mm - 2.76" spacer

series Driver Programmed to

600mA, 0-10V Dim 120-277V
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FLOS
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Light Shadow Dots - Single Spot Module. Set of 2

Spots

Designed by FLOS Architectural, 2019

LED - Power LED - 2 x 1.8W - 2 x 360Im - 2700K - CRI> 90 - Beam® 11

LED lighting module, with low glare, to be inserted in the recessed frames (not
included), installation through a bayonet system with interchangeable spots. Available
in one-light versions and groups of two and four lights. Driver not included, the driver
has to be directly connected to the embedding frames.
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Schematic light drawing

Luminous flux luminaire
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Accessories & Power Supply
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Accessory Pre-installation frame, Splice Box 7"x3-5/8"x1-1/4",
4 Lights Space 70 mm - 2.76" on 600mA , 40W, 0-10V Dimmable,
center 120-277V
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REQUIRED OPTIONAL
Power supply Frame

ACCESSORYTYPE1 ACCESSORYTYPE2

Splice Box UL 7"x3-5/8"x1-1/4", Accessory Pre-installatio frame,
UL. With Eldoled Eco Drive 12W 70 mm - 2.76" spacer

series Driver Programmed to

600mA, 0-10V Dim 120-277V

https://professional.flos.com/en-US/us/product/light-shadow-dots-single-spot-module.-set-of-2-spots-03.8640.14c9s/ 03.8640.14C9S

©2026 Flos - P.IVA 00290820174 - 8/8/2026 professional.flos.com | info@flos.com 4/4

In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract

or warranty in any way


https://professional.flos.com/en-US/us/product/light-shadow-dots-single-spot-module.-set-of-2-spots-03.8640.14c9s/
https://professional.flos.com/en/global/
mailto:info@flos.com

