FLOS

. 03.4153.74.98

Easy Kap @ 80 Adjustable Optic Spot - Airtight IC
Rated T24 JA8
Designed by FLOS Architectural, 2017

Recessed luminaire with LED light source. Power supply not included. Installation
frame not necessary.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications Physical
Ceiling recessed Black
Indoor dry location Yes
LED Adjustable Download
Ves 360 Family spec sheet
Mounting instructions
20
LED array
20 . .
1 Photometric Files
315
92 LDT/IES
053
908
62
630
20
68
54
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https://professional.flos.com/en-US/us/product/easy-kap-80-adjustable-optic-spot-airtight-ic-rated-t24-ja8-03.4153.74.98/ 03.4153.74.98
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
data sheets for all technical data. Imagesand colours are not part of any contract or warrantyin any way.
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Schematic light drawing

Beam Angle:  18°

h(m)  E(lx) D(m)

12694 032

2 673 065

3 299 097

4 168 1.30

5 108 1.62
Luminous flux luminaire
630Im  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 178
CCT (K) 2700 ED current (mA) 500
CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 18

m angle C90-270 18

Extreme cut off No

Notes

Diffusing lens included
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

201.00.UL 08.7060.00.90

Bar Hanger Set , Male-Female (set Easy Kap 80 Round Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum

https://professional.flos.com/en-US/us/product/easy-kap-80-adjustable-optic-spot-airtight-ic-rated-t24-ja8-03.4153.74.98/ 03.4153.74.98

©2022 Flos - P.IVA 00290820174 - 11/14/2025 professional.flos.com | info@flos.com 3/3
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order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
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FLOS

. 03.4155.74.98

Easy Kap @ 80 Adjustable Optic Medium - Airtight

IC Rated T24 JA8
Designed by FLOS Architectural, 2016

Recessed luminaire with LED light source. Power supply not included. Installation

frame not necessary.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications Physical
Ceiling recessed Black
Indoor dry location Yes
LED Adjustable Download
Ves 360 Family spec sheet
Mounting instructions
20
LED array
20 . .
1 Photometric Files
315
92 LDT/IES
053
908
62
562
20
61
54
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order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
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Schematic light drawing

Beam Angle:  27°

h(m)  E(lx) D(m)

11684 047

2 421 095

3 187 142

4 105 1.89

5 67 237
Luminous flux luminaire
562 Im  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 178
CCT (K) 2700 ED current (mA) 500
CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 27

m angle C90-270 27

Extreme cut off No

Notes

Diffusing lens included
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screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

201.00.UL 08.7060.00.90

Bar Hanger Set , Male-Female (set Easy Kap 80 Round Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum
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FLOS

. 03.4157.74.98

Easy Kap @ 80 Adjustable Optic Flood - Airtight IC

Rated T24 JA8
Designed by FLOS Architectural, 2017

Recessed luminaire with LED light source. Power supply not included. Installation

frame not necessary.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications Physical
Ceiling recessed Black
Indoor dry location Yes
LED Adjustable Download
Ves 360 Family spec sheet
Mounting instructions
20
LED array
20 . .
1 Photometric Files
315
92 LDT/IES
053
908
62
598
20
65
54

JA8-2019 CA U K
TITLE 24
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R

https://professional.flos.com/en-US/us/product/easy-kap-80-adjustable-optic-flood-airtight-ic-rated-t24-ja8-03.4157.74.98/ 03.4157.74.98

©2022 Flos - P.IVA 00290820174 - 11/14/2025

In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
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Schematic light drawing

Beam Angle:  53°

h(m)  E(lx) D(m)

1911 1.04

2 228 208

3 101 312

4 57 4.6

5 36 5.20
Luminous flux luminaire
598Im  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 178
CCT (K) 2700 ED current (mA) 500
CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 53

m angle C90-270 53

Extreme cut off No

Notes

Diffusing lens included
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

201.00.UL 08.7060.00.90

Bar Hanger Set , Male-Female (set Easy Kap 80 Round Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum
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screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
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FLOS

. 03.4176.74.98

Easy Kap 80 Square Fixed Optic Spot - Airtight IC

Rated T24 JA8
Designed by FLOS Architectural, 2017

Recessed luminaire with LED light source. Power supply not included. Installation
frame not necessary.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications Physical
Ceiling recessed Black
Indoor dry location Yes
LED Fixed
Yes 3.15
053
LED array
62
1
20
92
54
956
696
75

RG
(€ @ EH[ ueases || UK
IEC 62471 HeTED C n OCERT

2.9x2.
La]

Download

Family spec sheet

Mounting instructions

on

|

0.17"min / 1.1"max

3.2"

Photometric Files

LDT/IES
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical

data sheets for all technical data. Imagesand colours are not part of any contract or warrantyin any way.
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Schematic light drawing

Beam Angle:  17°

h(m)  E(lx) D(m)

12726 030

2 681 0.0

3 303 090

4 170 1.20

5 109 1.50
Luminous flux luminaire
696 Im  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 178
CCT (K) 3000 ED current (mA) 500
CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 17

m angle C90-270 17

Extreme cut off No

Notes

Diffusing lens included

https://professional.flos.com/en-US/us/product/easy-kap-80-square-fixed-optic-spot-airtight-ic-rated-t24-ja8-03.4176.74.98/
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

90

/062.0(

201.00.Ul
Bar Hanger Set , Male-Female (set Easy Kap 80 Square Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
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FLOS

. 03.4178.74.98

Easy Kap 80 Square Fixed Optic Flood - Airtight IC

Rated T24 JA8

Designed by FLOS Architectural, 2017

Recessed luminaire with LED light source. Power supply not included. Installation

frame not necessary.

Are you a professional and your project needs

consulting and support?

Main specifications

Ceiling recessed

Indoor dry location

LED

Yes

LED array

1

9.2

956

666

72

Physical

BOOK AN APPOINTMENT

RG

O

1EC 62471

JA8-2019 CA
TITLE 24
LISTED

ERL

C€

Black

Yes

Fixed

053

62

20

54

2.9x2.9£’

Download

Family spec sheet

Mounting instructions

0.17"min / 1.1"max

Photometric Files

LDT/IES
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
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Schematic light drawing

Beam Angle:  55°

h(m)  E(lx) D(m)

1888 1.05

2 222 210

3 99 3.16

4 55  4.21

5 36 5.26
Luminous flux luminaire
666 1m  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 178
CCT (K) 3000 ED current (mA) 500
CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 55

m angle C90-270 55

Extreme cut off No

Notes

Diffusing lens included
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

90

/062.0(

201.00.Ul
Bar Hanger Set , Male-Female (set Easy Kap 80 Square Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum
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FLOS

. 03.4192.74.98

Easy Kap O 80 Fixed Optic Medium - Airtight IC
Rated T24 JA8
Designed by FLOS Architectural, 2016

Recessed luminaire with LED light source. Power supply not included. Installation

frame not necessary.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications Physical
Ceiling recessed Black
Indoor dry location Yes
LED Fixed
Yes 3.15
053
LED array
62
1
20
92
54
956
563
61

RG
(€ @ EH[ ueases || UK
IEC 62471 HeTED C n OCERT
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Schematic light drawing

Beam Angle:  25°

h(m)  E(lx) D(m)

11859 045

2 465 0.89

3 207 1.34

4 116 179

5 74 223
Luminous flux luminaire
563Im  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 178
CCT (K) 3000 ED current (mA) 500
CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 25

m angle C90-270 25

Extreme cut off No

Notes

Diffusing lens included
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

201.00.UL 08.7060.00.90

Bar Hanger Set , Male-Female (set Easy Kap 80 Round Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum

https://professional.flos.com/en-US/us/product/easy-kap-80-fixed-optic-medium-airtight-ic-rated-t24-ja8-03.4192.74.98/ 03.4192.74.98

©2022 Flos - P.IVA 00290820174 - 11/14/2025 professional.flos.com | info@flos.com 3/3

In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
data sheets for all technical data. Images and colours are not part of any contract or warrantyin any way.


https://professional.flos.com/en-US/us/product/easy-kap-80-fixed-optic-medium-airtight-ic-rated-t24-ja8-03.4192.74.98/
https://professional.flos.com/en/global/
mailto:info@flos.com

FLOS

. 03.4194.74.98

Easy Kap 80 Square Fixed Optic Medium - Airtight

IC Rated T24 JA8
Designed by FLOS Architectural, 2016

Recessed luminaire with LED light source. Power supply not included. Installation

frame not necessary.

Are you a professional and your project needs
consulting and support?

Main specifications

Ceiling recessed
Indoor dry location
LED

Yes

LED array
1

92

956

582

63

Physical

BOOK AN APPOINTMENT

RG

JAB-2019 CA
@ TITLE 24
LISTED

1EC 62471

C€

Black

Yes

Fixed

053

62

20

54

2.9x2.9£’

Download

Family spec sheet

Mounting instructions

0.17"min / 1.1"max

Photometric Files

LDT/IES
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screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
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Schematic light drawing

-& Beam Angle:  25°
V/A ] him) E(x)  D(m)
11670 0.44
2 417 088
3 186 132
4 104 176
5 67 2.20
Luminous flux luminaire
582Im  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 178
CCT (K) 3000 ED current (mA) 500
CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 25

m angle C90-270 25

Extreme cut off No

Notes

Diffusing lens included
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

90

/062.0(

201.00.Ul
Bar Hanger Set , Male-Female (set Easy Kap 80 Square Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum
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FLOS

. 03.4196.74.98

Easy Kap @ 80 Wall-Washer - Airtight IC Rated T24

JAS

Designed by FLOS Architectural, 2016

Recessed luminaire with LED light source. Power supply not included. Installation

frame not necessary.

Are you a professional and your project needs

consulting and support?

Main specifications

Ceiling recessed

Indoor dry location

LED

Yes

LED array

1

9.2

956

567

65

Physical

BOOK AN APPOINTMENT

RG

O

1EC 62471

JA8-2019 CA
TITLE 24
LISTED

ERL

C€
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Black

Yes

Fixed
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20
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Schematic light drawing

Beam Angle:  26°

1 b E0 om
11139 0.59

2 285 119

60° 3 127 178

4 71 237

1139ed 45 5 46 2.97

Luminous flux luminaire
567 Im  (EXTREME CUT OFF)

Photometric Electrical

Lightin Indirect, Direct nsulation class 11

Light distribution Asymmetric 1 voltage (V) 178

CCT (K) 3000 ED current (mA) 500

CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 26

m angle C90-270 27

Extreme cut off No

Notes

Elliptical lens included.
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

201.00.UL 08.7060.00.90

Bar Hanger Set , Male-Female (set Easy Kap 80 Round Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum
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FLOS

. 03.4198.74.98

Easy Kap 80 Square Wall-Washer - Airtight IC

Rated T24 JA8

Designed by FLOS Architectural, 2016

Recessed luminaire with LED light source. Power supply not included. Installation

frame not necessary.

Are you a professional and your project needs

consulting and support?

Main specifications

Ceiling recessed

Indoor dry location

LED

Yes

LED array
1

92

956

594

64

Physical

BOOK AN APPOINTMENT

RG
JAB-2019 CA
@ TITLE 24
LISTED

1EC 62471

ERL

C€
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Black

Yes

Fixed

053

62

20
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{
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Download
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
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Schematic light drawing

Beam Angle:  26°

1 b E0 om
11159 0.59

2290 119

60° 3 129 178

4 72 237

1159¢d 45 5 46 2.97

Luminous flux luminaire
594Im  (EXTREME CUT OFF)

Photometric Electrical

Lightin Indirect, Direct nsulation class 11

Light distribution Asymmetric 1 voltage (V) 178

CCT (K) 3000 ED current (mA) 500

CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 26

m angle C90-270 29

Extreme cut off No

Notes

Elliptical lens included.
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

90

/062.0(

201.00.Ul
Bar Hanger Set , Male-Female (set Easy Kap 80 Square Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum
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FLOS

. 03.4200.74.98

Easy Kap 80 Square Adjustable Optic Medium -

Airtight IC Rated T24 JA8
Designed by FLOS Architectural, 2016

Recessed luminaire with LED light source. Power supply not included. Installation
frame not necessary.

Are you a professional and your project needs
consulting and support?

Main specifications

Ceiling recessed
Indoor dry location
LED

Yes

LED array
1

92

956

594

64

Physical
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UK

CA
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JAB-2019 CA
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ERL

C€

Black
Yes
Adjustable

360

3.15

0.53
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Schematic light drawing

Beam Angle:  27°

h(m)  E(lx) D(m)

11605 049

2 401 097

3 178 146

4 100 194

5 64 243
Luminous flux luminaire
594 Im  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 184
CCT (K) 3000 ED current (mA) 500
CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 27

m angle C90-270 27

Extreme cut off No

Notes

Diffusing lens included
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

90

/062.0(

201.00.Ul
Bar Hanger Set , Male-Female (set Easy Kap 80 Square Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum
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FLOS

. 03.4287.74.98

Easy Kap @ 80 Fixed Optic Spot - Airtight IC Rated

T24 A8

Designed by FLOS Architectural, 2017

Recessed luminaire with LED light source. Power supply not included. Installation

frame not necessary.

Are you a professional and your project needs
consulting and support?

Main specifications

Ceiling recessed
Indoor dry location
LED

Yes

LED array
1
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order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
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Schematic light drawing

Beam Angle:  19°

h(m)  E(lx) D(m)

12799 033

2 700 0.6

3 311 099

4 175 131

5 112 1.64
Luminous flux luminaire
654 Im  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 184
CCT (K) 3000 ED current (mA) 500
CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 19

m angle C90-270 19

Extreme cut off No

Notes

Diffusing lens included
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

201.00.UL 08.7060.00.90

Bar Hanger Set , Male-Female (set Easy Kap 80 Round Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum
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FLOS

. 03.4293.74.98

Easy Kap 80 Square Adjustable Optic Spot -

Airtight IC Rated T24 JA8
Designed by FLOS Architectural, 2017

Recessed luminaire with LED light source. Power supply not included. Installation
frame not necessary.

Are you a professional and your project needs
consulting and support?

Main specifications

Ceiling recessed
Indoor dry location
LED

Yes

LED array
1
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76
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
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Schematic light drawing

Beam Angle:  18°

h(m)  E(lx) D(m)

12772 031

2 693 062

3 308 093

4 173 1.4

5 111 154
Luminous flux luminaire
702 Im  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 184
CCT (K) 3000 ED current (mA) 500
CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 18

m angle C90-270 18

Extreme cut off No

Notes

Diffusing lens included
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

90

/062.0(

201.00.Ul
Bar Hanger Set , Male-Female (set Easy Kap 80 Square Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum
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FLOS

. 03.4295.74.98

Easy Kap 80 Square Adjustable Optic Flood -

Airtight IC Rated T24 JA8
Designed by FLOS Architectural, 2017

Recessed luminaire with LED light source. Power supply not included. Installation
frame not necessary.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT
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Indoor dry location Yes
LED Adjustable
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Schematic light drawing

Beam Angle:  55°

h(m)  E(lx) D(m)

1919 1.04

2 230 208

3102 3.1

4 57 415

5 37 519
Luminous flux luminaire
668 Im  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 184
CCT (K) 3000 ED current (mA) 500
CR 90 Driver Remote excluded
McAdam steps 3
(SDCM)
LED Life / Failure Ratio L80B50>50.000h

(Tc=85°C)
Beam angle CO-180 (°) 55
m angle C90-270 55

Extreme cut off No

Notes

Diffusing lens included
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

90

/062.0(

201.00.Ul
Bar Hanger Set , Male-Female (set Easy Kap 80 Square Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum

https://professional.flos.com/en-US/us/product/easy-kap-80-square-adjustable-optic-flood-airtight-ic-rated-t24-ja8-03.4295.74.98/ 03.4295.74.98

©2022 Flos - P.IVA 00290820174 - 11/14/2025 professional.flos.com | info@flos.com 3/3

In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
data sheets for all technical data. Images and colours are not part of any contract or warrantyin any way.


https://professional.flos.com/en-US/us/product/easy-kap-80-square-adjustable-optic-flood-airtight-ic-rated-t24-ja8-03.4295.74.98/
https://professional.flos.com/en/global/
mailto:info@flos.com

FLOS

. 03.4297.74.98

Easy Kap O 80 Fixed Optic Flood - Airtight IC

Rated T24 JA8
Designed by FLOS Architectural, 2017

Recessed luminaire with LED light source. Power supply not included. Installation

frame not necessary.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications Physical
Ceiling recessed Black
Indoor dry location Yes
LED Fixed
Yes 3.15
053
LED array
62
1
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92
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623
67
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Schematic light drawing

Beam Angle:  50°

h(m)  E(lx) D(m)

11050 0.94

2 263 1.89

3 117 283

4 66 3.77

5 42 472
Luminous flux luminaire
623 Im  (EXTREME CUT OFF)
Photometric Electrical
Lightin Direct nsulation class 11
Light distribution Symmetric 1 voltage (V) 184
CCT (K) 3000 ED current (mA) 500
CRI> 90 Driver Remote excluded
McAdam steps 3

(SDCM)

LED Life / Failure Ratio L80B50>50.000h
(Tc=85°0)

Beam angle CO-180 (°) 50

m angle C90-270 50

Extreme cut off No

Notes

Diffusing lens included
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Accessories & Power Supply

REQUIRED REQUIRED
Housing and Hanger Bar Housing and Hanger Bar

201.00.UL 08.7060.00.90

Bar Hanger Set , Male-Female (set Easy Kap 80 Round Airtight

of 2) Housing for New construction,
Integral 0-10V dimmable. driver.
Title 24 - JA8, CCEA Chicago
Plenum
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