FLOS

. 03.6262.14.9V
Mini Glo-Ball S Dali Version

Designed by FLOS Architectural, 2015

LED - Power LED - 3.5W - 258Im - 2700K - CRI> 80

General lighting LED module to be installed in The Running Magnet System. Built-in

DC/DC electronic voltage converter.

Are you a professional and your project needs
consulting and support?
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way
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Schematic light drawing

Luminous flux luminaire

258 Im
Photometric Electrical
Direct 24
Symmetric Remote excluded
2700 Yes
80 Dimmable 1-10V
3 10-100
L80B50>50.000h
No
Notes

Maximum 14 spots for a single driver. For wireless lighting
control, choose integrated Casambi versions. For the sizing of
the installation keep a safety margin of 15% of the maximum
power of the LED power source.
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