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Cono di Luce,
Design by Ron Arad

Model Cono di Luce small

LODIES

Lodes and internationally renowned artist and designer Ron Arad have
joined forces to create Cono di Luce, a one-of-a-kind suspension lamp
that combines the former’s cutting-edge expertise with the latter’s

creativity.

Cono di Luce small Light source Outside diffuser: Blown glass Inside diffuser: PCB Code
2700 K Clear Grey 21010 3227
Max400€rp 7 W
Max 157,48"
1307 Im Clear . Gold 21010 5027
- @161cm 350 mA
450m 2633" CRI 90
/ \ o @ MacAdam 3-Step Clear . Red 21010 6027

LED and driver included

( Net weight: 0.73 kg ) C Parcels: 3)

Energy efficiency class

© D ® o) G
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LODIES
©

Ecodesign Regulation

The LED-only light source contained inthis

The LED driver contained in this fixture
fixture must only be replaced by the must only be replaced by themanufacturer,
manufacturer, its support service or

its support service orsimilarly qualified
similarly qualified personnel. personnel.

%

Cluster suspension lamps must be installed on a canopy: find out more on lodes.com/en/canopies

Options of Cono di Luce

Cono di Luce large

Lodes, via Pialoi 32,
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30020 Marcon (Venezia) Italy

lodes.com


https://www.lodes.com/en/canopies/
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Cono di Luce,
Design by Ron Arad

Model Cono di Luce large

LODIES

Lodes and internationally renowned artist and designer Ron Arad have
joined forces to create Cono di Luce, a one-of-a-kind suspension lamp
that combines the former’s cutting-edge expertise with the latter’s

creativity.

Cono di Luce large Light source Outside diffuser: Blown glass Inside diffuser: PCB Code
2700 K Clear Grey 21011 3227
7w

13071m Clear . Gold 21011 5027
350 mA
CRI 90

/ \ B Do MacAdam 3-Step Clear . Red 21011 6027

O)
LED and driver included

(Net weight: 1.12 kg) CParceIs: 3)

Energy efficiency class
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LODIES
©

Ecodesign Regulation

The LED-only light source contained inthis
fixture must only be replaced by the
manufacturer, its support service or
similarly qualified personnel.

The LED driver contained in this fixture
must only be replaced by themanufacturer,
its support service orsimilarly qualified
personnel.

%

Cluster suspension lamps must be installed on a canopy: find out more on lodes.com/en/canopies

Options of Cono di Luce

Cono di Luce small

Lodes, via Pialoi 32,
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https://www.lodes.com/en/canopies/

