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Light Bell Light Source 0-10V Dimmable

Designed by Piero Lissoni, 2017

Suspended luminaire for mounting on the ceiling with LED light source. (4 metres
maximum distance to ceiling). Power supply source integrated into luminaire
housing. Reflector not included; supplied separately.

Are you a professional and your project needs
consulting and support?
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in order t improve
reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and screens used for viewing, the colours
may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you receive. This is because we are constantly working to make
improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical data sheets for all technical data. Images and colours are not part of any contract
or warranty in any way
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Schematic light drawing

Beam Angle:  79°
h(m) E(x)  D(m)
1 2077 1.66

2 519 332
3 231 497
4 130 6.63
5 83 829
Luminous flux luminaire
3099 Im (EXTREME CUT OFF)
Photometric Electrical
Direct Il
Roto symmetric 50/60
2700 120-277
90 1400
77 Integrated
No Yes

Dimmable 0-10V

Remote Dimmable
(Dimmer Not
Included)

Notes

Pin-block type dissipater. Please ask us for a higher IP. Includes a 4-meter suspension
cable.

Integral LED is not field replaceable.

Wiring suitable for plenum spaces.

Canopy to cover j-box is provided separately.

3500K available, but not cataloged. Consult factory for additional color temperatures.
Light Bell Reflector + Light Bell Source must be ordered separately.
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Accessories & Power Supply

REQUIRED REQUIRED
Accessory Accessory

Light Bell Reflector Light Bell Reflector
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REQUIRED REQUIRED
Accessory Accessory
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Light Bell Reflector Rosette. P20
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REQUIRED
Accessory

Light Bell Reflector

REQUIRED
Accessory
FO5
Light Bell Canopy Power supply
for standard and dimmable

190
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versions

REQUIRED
Accessory

AP

Light Bell Reflector

REQUIRED
Accessory

Rosette for indoors. IP20.
Dimmable Push/Dali
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